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14 Close the cutter while pulling on the end of the media. 

15 Close the media cover and then turn on the power. 

16 Press F  to advance the media and adjust the media feed.

Loading Media for Internal Batch Takeup Printing
In batch takeup mode, printed labels fitted on liner (backing paper) or 
pre-perforated tickets and tags are wound up inside the printer. The 
roll of printed labels, tickets, or tags can then be removed. 

Batch takeup printing requires the optional factory-installed internal 
liner/batch takeup accessory. The takeup hub can accommodate 30 to 
40% of a full-size media roll.

Internal batch takeup can be used for these types of media:

• Self-adhesive labels fitted on liner

• Pre-perforated tickets with gaps

• Pre-perforated tickets with marks
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To load media for internal batch takeup printing
1 Turn off the printer.

2 Open the front door and media cover.

3 Turn the printhead lift lever counter-clockwise to raise the 
printhead.



Chapter 1 — Using the Printer

34 PX4i and PX6i High Performance Printer User’s Manual

4 Remove any empty core from the media supply hub.

5 Loosen the single screw that holds the guide plate at the rear of the 
media compartment.
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6 Remove the tear bar from the print unit and replace it with the 
guide plate.

7 If you are using a media roll with a 76 mm (3 in) core, fit an 
adapter on the media supply hub.
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8 Fit a new roll of media onto the media supply hub and push the 
roll in as far as it will go.

9 Route the media under the slack absorber and forward toward the 
print mechanism. The slack absorber can be rotated for better 
access and then snap-locked in open position.
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10 Route the media through the print unit and push it in as far as it 
will go.

11 Pull out approximately 40 cm (15 in) of labels.

40 cm/15 in


